
o Easy maintenance
o

o

o

ⅡB T5 (05 ATEX 1076X) by NEMKO in conformanceⅡB T5 (05 ATEX 1076X) by NEMKO in conformanceⅡ

o

o Certified for EMC (K1046 / E04) in conformance with EN 61000-6-2:2001 and 
o EN 61000-6-4:2001 by RWTUV
o Certified for Ex mdⅡB T6 (99-1075-Q1), Ex mⅡB T6 (99-1075-Q1), Ex mⅡ dⅡC T6 (2000-1057-Q1), and ⅡC T6 (2000-1057-Q1), and Ⅱ
o Ex iaⅡB T6 (2000-1056-Q1) by KOSHAⅡB T6 (2000-1056-Q1) by KOSHAⅡ
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ELECTRO-PNEUMATIC POSITIONER  EPL&EPR Series
EPL & EPR Series are the rugged control devices which stand up to harsh environments and engineered to meet
the highest and most demanding control performance that the process industries of today require

FEATURESATURESA

SPECIFICATIONSATIONSA

Input Signal

Input Resistance

Supply Air Pressure

Standard Stroke

Pneumatic Connections

Electrical Connections

Protection Class

Ambient Temperature

Pressure Gauge

Output Characteristics

Linearity

Sensitivity

Hysteresis

Repeatability

Air Consumption

Flow Capacity

Body Material

Weight

PL

Linear Type(lever feedback)

EPR

Rotary Type(cam feedback)

4...20mA @ 24V DC (Note.1)

235±15Ω

Max. 7.0bar (100psi)

4

2
Ex mdⅡⅡ ⅡⅡ H2 aⅡB T6ⅡB T6Ⅱ

Eex mdⅡB T5 for ATEⅡB T5 for ATEⅡ X

-20 ~ 70℃

Stainless Steel

Linear

Within ± 0.5% F.S.

5 LPM (Sup. 1.4 kgf/gf㎠)

80 LPM (Sup. 1.4 kgf/gf㎠)

Aluminum Diecast

2.9kg (with a terminal box)

10 ~ 80mm(Note.2) 60 ~ 100¡(Note.2)

Single Double Single Double

Within ± 1.0% F.S.

Within 0.2% F.S.

Within 0.5% F.S.

Within ± 1.5% F.S.

Within 1.0% F.S.

EPR (Rotary Type)

EPL (Linear Type)

o Position transmitter (4...20mA output signal)
o Two limit switches (open and close)

OPTIONS AV AV A AILABLEVAILABLEV

Administrator
Oval

Administrator
Line



HOW TO ORDER

DIMENSIONS

EP Actuator
Operation

Protection
Class

Feedback
Lever

Pressure
Gauge

(SUP.OUT)

Pilot Valve
Orifice

Position
Feedback

Mounting
Bracket

unit : mm
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